
CLEVIS PIN WITH SELF-CONTAINED 
SLIDING LOCK ADVANTAGES:

        1)  No Loose Pin

        2)  No Tools Required

        3)  Hand Operated

ANSI CLASS DS-15
CATALOG NO. ARP-15SKCE-S(P)

15kV SILICONE ANSI CLASS DS-15 INSUL

NOTE:

1. END FITTING ARE MADE FROM CARBON STEEL FORGED AND GALVANIZED.
2. FIBERGLASS ROD ARE MADE FROM EPOXY RESIN.
3. HARDWARE ENDS TO BE STAMPED WITH : JULIAN DATE, 15000LB, ARP-15SKCE-S,
   AND DS-15 MARKINGS TO BE LEGIBLE AND DURABLE.
4. THE TOLERANCE ON ALL DIMENSIONS SHALL BE AS FOLLOWS:
     ±(0.04d+1.5)mm when d<300mm
     ±(0.025d+6)mm when d>300mm with a maximum of 50mm

DIMENSIONS
LEAKAGE DISTANCE 459 mm(18.07 INCHES)
DRY ARCING DISTANCE 218 mm(  8.30 INCHES)

MECHANICAL VALUES
SPECIFIED MECHANICAL LOAD         70kN (15,000 LBS)
ROUTINE TEST LOAD         35 kN ( 7,500 LBS)
TORSIONAL LOAD    40 FT-LB

ELECTRICAL VALUES
60 Hz FLASHOVER-DRY        110 kV
60 Hz FLASHOVER-WET          73 kV
IMPULSE FLASHOVER-POS        140 kV
IMPULSE FLASHOVER-NEG        155 kV

RADIO INFLUENCE VOLTAGE DATA
60 Hz TEST VOLTAGE          15 kV
MAXIMUM RIV @ 1,000kHz          10 uV

PACKING INFORMATION
NET WEIGHT EACH                                               1.04 KG(2.29 LBS)
PACKED WEIGHT EACH 1.13 KG(2.49 LBS)
NO. IN STANDARD PACKAGE       10 PCS

2nd O-RING

1st O-RING

DOUBLE O-RING STRUCTURE

<UNLOCKING PIN> <LOCKING PIN>
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